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COMPACT 200 

It has all the advantages: 

- Stable as a single block winder thanks to the 2 connecting bars and antislip soles 

- The least cumbersome on the market: once folded, it becomes a case measuring 
45 cm x 22 cm 

- Sturdy (it carries 200 kg) and yet light (only 5.9 kg) 

- Resistant thanks to its entirely galvanized finish 

- Impossible to lose the pieces: the connecting bars are joined by wheel clamps, 
the rollers are on runners 

- Its width can be adjusted by increasing the distance between the 2 shoes 

- For drums with a diameter between 200 and 700 mm,  maximum width 580 mm 
 

Patented model 
Code EC200 

Finally a real cable drum dispenser! 

Diameter simple to adjust 

Folds and unfolds in 3 clicks and 6 seconds 

Tighten the wheel Lock the wheel Fold the 1st bar Fold the 2nd bar 
Carry it like a 

briefcase 

 The most economical 

- Stable thanks to two connecting bars and the antislip treads 

- Its width can be adjusted by increasing the distance between 
the 2 shoes 

- Diameter simple to adjust (movable pinch roller) 

- Very light (4,9 kg) 

- For drums with a diameter between 200 and 700 mm,  maxi-
mum width 580 mm 

- Shoe dimensions: l 95 x W 450 x H 75 mm 
 

Light « XL » 

- Light (6,6 kg) 

- Very stable on the ground (four antislip 
pads) 

- Round bar for comfortable handling 

- Gentle ramp for easy loading 
The 2 rollers can be adjusted rapidly 
 (springmounted shafts) 

- For drums with a diameter between 150 
and 700 mm,  maximum width 520 mm 

- Dimensions : l 550 x W 540 x H 95 mm 

 
Code EL150 

Max  

300 kg 

- For drums with a diameter between 300 and 
1,050 mm, maximum width 580 mm 

- Weight 11,2 kg 

- Rear roller easily adjustable 
   (springmounted shafts) 

- Dimensions : l 645 x W 640 x H 100 mm 

- Other characteristics identical to those of the 
LIGHT 150 

 

Code EL300 

Max  

150 kg 

Max  

200 kg 

Max  

160 kg 

The lightest single block 
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PRIMO 160 

LIGHT 150® LIGHT 300® 


