
DECLARATION DE PERFORMANCES 
DECLARATION OF PERFORMANCES 

DECLARATION of  PERFORMANCES 

N°02-170112-001 

In conformity with the Regulation (EU) N°305/2011 of  the 9 march 2011, 

for the Construction Products (CPR) 

Identification code of  the product-type WC flushing cisterns - Class 1 

Identification of  the construction product 

9887391 – 9887392 – 9887393 – 0708152 – 0708154 – 0708157 

– 0704020 – 0704004 – 0704010 – 0704014 – 9873694 – 

9873695 – 9873696 

Intended use WC flushing cisterns equiped with a flushing mechanism, a filling tap and an overflowing 

discharge system, for personnal hygiene. 

Contact NICOLL 

37-39 rue Pierre et Marie Curie - 49309 CHOLET Cedex 

Tél. : +33(0)2.41.63.73.83 - e-mail : tech-com.nicoll@aliaxis.com 

System of  assessment System 4 

Declared Performances 

Essential characteristics Performance 
Harmonised technical 

specification 

Watertightness/leakage proof no leakage 

NF EN 14055:2010 

Reliability of  drain system > 200.000 cycles 

Acoustic level Group 1 

Flushing volume 
Full : 6 L 

Reduced : <4 L 

Durabilité 

- water supply valve 

- Full flush flow    

  Reduced 

- Chemical resistance 

 

> 200.000 cycles 

≥1,85 l/s 

≥1,6 l/s 

no leakage 

The performance of  the product identified by its code and its reference is in conformity with the declared 

performance in point “declared performances” of  the regulation n°305/2011. 

This declaration of  performance is issued under the sole responsibility of  the manufacturer. 

Signed for and on behalf  of  the manufacturer by: 

Fabien PEREZ 

Responsable Normes 

Cholet, the 30 January 2017 

    

    


